bars
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Shoulder slope

¥—Edge of pavement

Edge of outlet to conform

to the slope of shoulder AN

Edge of shoulder
; Foce of guardrail

> ul \.

A
@ B

SECTION G-G

35
(134)

150 150

ca

Welded wire fabric weighing not less than 2.83 kg/m2
(58 Ibs./100 sq. ft.) to begin here.

¢ (3)

SECTION F-F
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QUANTITIES

For Section A-A to E-E and curtain wall

1.82 m3
1.84 m3

(2.38 cu. yds.)
(2.41 cu. yds.)

For Section F-F =

concrete for
concrete for

[ >2
380 —£ 970 -
95 15 (38)
» Q\
(3%4) |<_ A
2 2 _
[
25
B £ 65 R
SECTION C-C 2/
oy
Q -~
S
500 | 1.49 m .
(19%> (4'-10Y/5""
S — [ == ’??{ﬂ
— t o o o0 FaN p L A. o
o0
20Q
®
SECTION D-D
1.75 m

(5"-97)

.17 m3 (0.069 cu. yds.) concrete per m (ft.)

(225 (9) pav't.)
(250 (10) pav't.)

AN,

-

SECTION E-E

STANDARD OUTLET

150, 150,

600 ‘
25R (24)
M\ 150 .25 =
NI R 5%%
M e
e TR

Tie bars shall be No.

(24")

SECTION B-B

GENERAL NOTES

19 (No. 6) at 600 mm
centers unless otherwise shown.

Gutter outlet shall be tied to the pave-

ment in accordance with detagils for
longitudinal construction joint shown

on Standard 420001.

If the average grade of pavement for

the distance from Section A-A to D-D

exceeds 2%, this distance shall be

increased 1.8 m (6 feet) for each 1%

increase in grade.

All dimensions are in millimeters (inches)
unless otherwise shown.

DATE REVISIONS

1-1-07 | Soft converted metric
rebars. Rem. weights
of grates and cover.

1-1-97 [Renum. Standard 2212-4.
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300 (12) Pipe drain — I Pl BE N | |
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. red
QUANTITIES 50, 380 50 T ced B &
1.51 m3 (1.98 cu. yds.) concrete for 225 (9 pav't. SECTION D-D =0
1.54 m3 (2.01 cu. yds.) concrete for 250 (10) pav't. D
TYPE | OUTLET
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AR 760 =
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. SECTION D-D 2y ¢/ p— O
o5 159, max. (typ.) ol s8R \%R’ 2
L2 2 1 <SECTION B-B SECTION.A-A
7] 4 le 1%} 830 Tie bars
48 - ——f - - \
(17%) N VS 33 2.4 m , 2.4 m , 2.4 m , QUANTITIES
Q D / T 8/ Ou T 8/ Ou
DC-I 8-0m | B | Ad-ll 1,58 m3 (2.07 cu. yds.) concrete for 225 (9) pav't.
GRATE AND COVER TYPE 2B | Eﬂ| | | H | | H | | ‘ 1.60 m3 (2.07 cu. yds.) concrete for 250 (10) pav't.
| ' | | | All dimensions are in millimeters (inches)
| | | || | | | | | | | unless otherwise shown.
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300 (12) Pipe drain

TYPE 2 OUTLET
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